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Decorative Facings
and Finishes
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The aim of this guide:

Our experience in door manufacturing means that we can help you to create 
the most suitable door designs for your project. This includes an almost 
unlimited range of decorative facings and finishes to complement the style of 
your door.

This guide aims to give you a general idea of the options available but if you 
require more in depth information then speak to a member of our team, who 
will be happy to offer you expert advice and samples if required.
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The use of veneer offers unlimited creative possibilities. Even the most difficult and exotic 
woods can be made architecturally stable as a veneer. 

You can achieve a uniform, perfect finish and using veneers avoids the problems
associated with solid wood such as knots, splitting and staining.

You can even select a different veneer for each side of the door, to suit different room styles.

Wood Veneers

- Available as FSC® approved
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Veneer Index

Afrormosia 48 
Alder 27
Anegre 26
Anegre Figured 45 
Ash 2 
Ash Burr 13 
Olive Ash 46 
Olive Ash Burr 20 
Aspen 17 
Bamboo 52 
Steamed Beech 31 
White Beech 6
Birch 3
Birch Mazur 23 
Bubinga 59 
Cedar of Lebanon 41 
Cherry American 51 
Cherry European 21 
Chestnut 38
Douglas Fir 47 
Elm Burr 58 
Elm European 34 
Elm Red 40 
Etimoe 66 
Eucalyptus 35  
Hemlock 16
Indian Rosewood 69 
Iroko 19 
Koto 12 
Louro Preto 71 
Madrona Burr 22 
Mahogany African 57 
Mahogany Curl African 63
Mahogany Brazilian 64 
Makore 65
Maple 7 
Maple Bird’s Eye 28
Maple Figured 8 
Maple quilted 15
Myrtle 62

Myrtle Burr 14 
Oak American white 32 
Oak Burr 36 
Oak European 37 
Oak Red 29 
Oak Smoked/ Fumed 73 
Olive Tropical 42 
Paldao 43 
Pine Baltic 9 
Pine Carolina 18 
Pine Oregon 33 
Poplar 4 
Rosewood Santos 60 
Sapele Pommele 67 
Sen 10
Sucipira 70 
Swiss Pear 49 
Sycamore European 1 
Sycamore Figured 5
Sycamore Weathered 30 
Teak 50 
Utile 55 
Vavona Burr 25 
Walnut American Black 54
Walnut Burr 72 
Walnut European 61
Walnut European Burr 56 
Walnut European Satin 11 
Wenge 68 
Western Red Cedar 53 
Yew Tree 39 
Zebrano 44 

- Available as FSC® approved

/Fumed
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A high pressure laminate is manufactured through fusing multiple layers of impregnated 
paper under high pressure and temperature to create a hard wearing, durable and hygienic 
surfacing material. The laminates are then bonded to the core of the door. Laminates are 
used due to their ease of maintenance and wide range of colours and finishes.

In addition to wood veneers, we offer a full range of decorative facing options for our doors. 
These include:

Laminate

Decorative Facings
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Sheet metal is bonded to the door coor during the manufacturing process. The
facing options include mild, patterned and brushed stainless, or galvanised steel.

Patterned steel facings can also be applied in the form of trays to fully encapsulate the door. 
Steel facings can be left clean, primed, powder coated or stove enamelled, with the
exception of patterned stainless steel which is self-finished. Steel frames can be supplied 
finished to complement door facings.

The specially formulated eco-friendly paper veneer is applied to door blanks in the same 
way as a veneered layon. The pre-primed paper has been designed as a time saving 
initiative for paint grade doors and is ideal for under-skinning and concealing any lipping 
ensuring a smoother finish.

Metal facing

Ready primed eco-veneer
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Ahmarra’s products are available in a range of factory finishes.

A hard clear, protective coating is
available in a range of finishes from matt 
through to high gloss.

A pigment is added to clear lacquer to 
provide a subtle, tinted effect. 

Traditional French polishing is a 
technique that results in a very high 
gloss surface and is offered either prior 
to delivery or on site if required.

A white primer finish is applied using
modern spray equipment.

Stains are applied prior to applying 
the final finish to highlight the grain 
characteristics of the veneer and where 
appropriate match or compliment furniture 
and flooring. Our image shows the veneer 
before and after staining. 

A hard wearing pigmented lacquer 
finish is applied using modern spray 
equipment. Any RAL colour can be
selected at varying gloss levels.

Finishes

Clear lacquer

French Polishing

Primed for on-site
painting 

Tinted lacquer

Staining

Factory painted
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Free Advice & Sample Service
Our experienced team are happy to offer you expert advice and veneer 
samples if required, please contact us on: 

Email: sales@ahmarra.co.uk   |   Telephone: 02392 389 076
Website: www.ahmarra.co.uk

Ahmarra are one of the UK’s leading architectural doorset manufacturers, 
covering all sectors including luxury homes, hotel, heritage, airport, 
commercial, health, and education.
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Address: Ahmarra, Unit 20, Fitzherbert Road, Farlington, Portsmouth, Hampshire, PO6 1SD
Telephone: 02392 389 076    |   Email: sales@ahmarra.co.uk   Website: www.ahmarra.co.uk

WE
DESIGN

MANUFACTURE
AND INSTALL

DOORS


