
Solid High Density® Bamboo boards made from compressed, thermally 
treated bamboo strips.  The extreme stability of the material ensures a very 
durable bamboo board, with the natural appearance of hardwood.

Ageing scale depending on maintenance & exposure

At Installation 6 Months + 2 Years +
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outdoordeck.co.uk - info@outdoordeck.co.uk - +44 020 8977 0820

Sustainability
Co2 Neutral

Clean 
Every 6 months 

25 Years 
According To Warranty 

Conditions

25 Years

QUALITY IN A CLICK >

 ▶ Does not require additional treatment other than regular cleaning
 ▶ 25 Year Warranty – conditions of warranty upon manufacturer’s 

guidelines and quality criteria available from info@outdoordeck.co.uk

DURABLE

 ▶ Density of 1,150kg/m3 (equivalent to hardwood)
 ▶ Ultra-resistant (Brinell > 9.5 kg/ mm2 EN 1534)
 ▶ Class 4
 ▶ DTU 51.4: 100Kg minimum pull-out at 2 attachment points, certified by 

Critti Bois Test Centre

STRONG

Stock Item - Contact us for board length availability 

 ▶ Compressed thermally treated Bamboo Strips
 ▶ Domed profile for water run-off
 ▶ Knot-free
 ▶ Pre-grooved for compatibility with the Grad ‘hidden-fix’ system
 ▶ Naturally sustainable
 ▶ Joist centres for domestic use: 46.2cm max

FORM
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8.06 lm/m2

21mm

120mm


