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FMF system
External width: 163mm
Internal width: 100mm
Length: 1000mm
Channel Helght (me) Hydraulic | @ ouflet (mm)
reference a b | section (cm®) | Vert. [ Horlz.
F100MFOOOR 130 83 70 10 -
F100MFOOR 190 143 126 110 110
F100MF10R 250 203 184 10 110
F100MF20R 310 263 242 10 110
Review: 2013-03
Description i v ‘ ULMA
e e s it 15 2%y 1= | ULMA polymer concrete linear drainage channel model FIO0MF.
formation sbout fha showm o oty bentive wd s Casted espheroidal graphite ductile iron edge with passivating and corrosion resistant effect. SOLUTIONS
ARCHITECTURAL
Sanad en ha Gl tactica Foahires of fos Ham of oouig 8 point bolt-locked system per im.
T o " | Load class up to F900, EN 1433 Standard. I
o the et of sy decreey b fie trewietin W | \iartically and horizontally channel aligning tongue and groove joints. [ cever
usad CE Conformity Declaration and compliance with EN 1433 Standard.
Latest verclon bt veratreorehliechrelesn External width 163 mm, internal width 100 mm and total length 1000 mm. Total external heights available Tel.: +34 943 78 06 00
between 130 mm and 310 mm. Installation possible with no slope or stepped fall. info@uimaarchitectural.com
mem detalls, sae tachnical sheats and installation vimaarchitectural.com
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