BG-FILCOTEN pro NW 400 GRASPOINTNER

Rinne / channel:

FILCOTEN pro NW400:
BG code: siehe Tabelle/see table:
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Rinne / channel - MalRe / dimensions [mm]
Hohe A | HOhe B | Lange | Gewicht [kg]
BG code G TYP | height A | height B | length | weight [kg]
10641100 0 490 490 1000 146
Roste, Abdeckungen / grates, covers:
GuB-Stegrost / Ductile iron slotted grating: SW18/215, E600
BG code: GJS 17040181; 34,5 kg:
4-fach verschraubbar/4-times bolted
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Legende / explanation:
FCT: |FILCOTEN HPC
V: |verzinkter Stahl / galvanized steel
E: |Edelstahl / stainless steel
G: |Guleisen / ductil iron
H: [Holz / wood
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BG-FILCOTEN pro NW 400 GRASPOINTNER

Zubehor / accessories:

Sinkkasten / Sump unit: Sinkkasten / Sump unit:
inkl. Schlammeimer / incl. silt bucket (22214; 3,6 kg) inkl. Schlammeimer / incl. silt bucket (22214; 3,6 kg)
BG code: FCT 10640192; 178,6 kg BG code: FCT 10640193; 211,6 kg
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Stirn-/ Endplatte / End cap: Stirn-/ Endplatte / End cap: Stirn-/ Endplatte / End cap:
BG code: V 19040213; 4,6 kg: BG code: V 19040214; 5,5 kg: BG code: V 19040215; 5,7 kg:
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Verschraubungsmaterial / Bolting material:
BG code: V 32110, E 32122:
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