




SIZES, WATTAGE OUTPUTS & ORDER REFERENCES
Type 11 (Single Convector) Type 12 (Double Panel Plus) Type 22 (Double Convector)

Height Length (mm) Ref Depth (mm) Output (T50) Ref Depth (mm) Output (T50) Ref Depth (mm) Output (T50)

65
0m

m

600 CVL650611 115 256  CVL650613 135 372 CVL650617 175 489

700 CVL650711 115 319  CVL650713 135 465 CVL650717 175 612

800 CVL650811 115 383  CVL650813 135 557 CVL650817 175 735

900 CVL650911 115 447  CVL650913 135 650 CVL650917 175 857

1000 CVL651011 115 511  CVL651013 135 743 CVL651017 175 979

1100 CVL651111 115 574  CVL651113 135 836 CVL651117 175 1101

1200 CVL651211 115 638  CVL651213 135 929 CVL651217 175 1224

1300 CVL651311 115 702  CVL651313 135 1022 CVL651317 175 1346

1400 CVL651411 115 766  CVL651413 135 1114 CVL651417 175 1468

1600 CVL651611 115 893  CVL651613 135 1300 CVL651617 175 1713

1800 CVL651811 115 1021  CVL651813 135 1486 CVL651817 175 1958

2000 CVL652011 115 1148  CVL652013 135 1671 CVL652017 175 2202

75
0m

m

500 CVL750511 115 233 CVL750517 175 439

600 CVL750611 115 310  CVL750613 135 442 CVL750617 175 585

700 CVL750711 115 388  CVL750713 135 553 CVL750717 175 732

800 CVL750811 115 465  CVL750813 135 663 CVL750817 175 878

900 CVL750911 115 543  CVL750913 135 774 CVL750917 175 1024

1000 CVL751011 115 620  CVL751013 135 884 CVL751017 175 1171

1100 CVL751111 115 697  CVL751113 135 995 CVL751117 175 1317

1200 CVL751211 115 775  CVL751213 135 1105 CVL751217 175 1463

1300 CVL751311 115 852  CVL751313 135 1216 CVL751317 175 1609

1400 CVL751411 115 930  CVL751413 135 1326 CVL751417 175 1755

1500 CVL751511 115 1007 CVL751517 175 1901

1600 CVL751611 115 1085  CVL751613 135 1547 CVL751617 175 2048

1700 CVL751711 115 1162 CVL751717 175 2195

1800 CVL751811 115 1239  CVL751813 135 1768 CVL751817 175 2341

2000 CVL752011 115 1394  CVL752013 135 1989 CVL752017 175 2633

85
0m

m

500 CVL850511 115 271 CVL850517 175 508

600 CVL850611 115 361  CVL850613 135 509 CVL850617 175 677

700 CVL850711 115 451  CVL850713 135 636 CVL850717 175 846

800 CVL850811 115 541  CVL850813 135 763 CVL850817 175 1015

900 CVL850911 115 631  CVL850913 135 890 CVL850917 175 1184

1000 CVL851011 115 722  CVL851013 135 1017 CVL851017 175 1353

1100 CVL851111 115 812  CVL851113 135 1144 CVL851117 175 1522

1200 CVL851211 115 902  CVL851213 135 1271 CVL851217 175 1691

1300 CVL851311 115 992  CVL851313 135 1398 CVL851317 175 1860

1400 CVL851411 115 1082  CVL851413 135 1525 CVL851417 175 2029

1500 CVL851511 115 1172 CVL851517 175 2198

1600 CVL851611 115 1262  CVL851613 135 1779 CVL851617 175 2367

1700 CVL851711 115 1352 CVL851717 175 2537

1800 CVL851811 115 1443  CVL851813 135 2033 CVL851817 175 2705

2000 CVL852011 115 1623  CVL852013 135 2287 CVL852017 175 3043

95
0m

m

600 CVL950611 115 408  CVL950613 135 570 CVL950617 175 763

700 CVL950711 115 510  CVL950713 135 713 CVL950717 175 954

800 CVL950811 115 612  CVL950813 135 855 CVL950817 175 1145

900 CVL950911 115 714  CVL950913 135 997 CVL950917 175 1335

1000 CVL951011 115 816  CVL951013 135 1140 CVL951017 175 1526

1100 CVL951111 115 918  CVL951113 135 1282 CVL951117 175 1717

1200 CVL951211 115 1020  CVL951213 135 1425 CVL951217 175 1908

1300 CVL951311 115 1122 CVL951317 175 2098

1400 CVL951411 115 1224  CVL951413 135 1710 CVL951417 175 2289

1600 CVL951611 115 1428 CVL951617 175 2671

1800 CVL951811 115 1632 CVL951817 175 3052

2000 CVL952011 115 1836

Outputs based on a mean water temperature of 70oC and a room temperature of 20oC - Delta T50




