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1MM & 2MM PLASTIC LEVELLING SHIMS (A) 

Material  Injection Moulded Recycled Polypropylene

Outer Diameter  150mm

For Usage with  9mm Rubber, 14mm & 17mm Plastic, Adjustable (ASP) Paving 
Pedestals, Adjustable (TD) Timber Decking Pedestals  

Weight Tolerance  400kg

 

  3MM PLASTIC LEVELLING SHIMS (B) 

Material  Injection Moulded Recycled HDPE

Outer diameter  150mm

For Usage with   6mm, 7mm & 9mm Rubber, 14mm & 17mm Plastic Supports,  
Adjustable (ASP) Paving Pedestals, Adjustable (TD) Timber Decking 

Pedestals and Mega Pads

Weight Tolerance   400kg
 

2.5MM RUBBER SHOCK ABSORBING SHIMS (C) 

Material  PP / PE compound

Outer diameter  150mm

For Usage with   6mm, 7mm & 9mm Rubber, 14mm & 17mm Plastic Supports,  
Adjustable (ASP) Paving Pedestals, Adjustable (TD) Timber Decking 

Pedestals and Mega Pads

Weight Tolerance   8000kg

Properties  Sound & Vibration Insulation 
 

 
1mm & 2mm thick shims  

(A) 

 
    3mm thick shim 

(B) 

 
2.5mm thick shock 
 absorbing shim 

(C)  

Levelling Shims 
For use with Wallbarn’s Plastic Pads, Rubber Pads, Adjustable (ASP) Paving Pedestals, Adjustable (TD) Timber 

Decking Pedestals and Mega Pads Mega Pad Range  


