Channel locators for
ease of installation

Cable duct height

option
| Three 120mm inlet |
| Three socket unions for Selefes ’
simple servicing
) New Unique Design
Compatable with Delta V3, V4 and V6 Pumps
Able to accommodate varying pumping heights of Delta V range pumps
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DELTA MEMBRANE SYSTEMS LTD

095 CHAMBER - GROUND AND SURFACE WATER

The Delta 695 chamber offers the next level in basement sump chambers. Its compact new size doesn't
compromise of capacity or durability. This specially designed sump chamber has many advantages over
previous models, the versatility of the Delta 695 chamber is unmatched, it's compatible with all Delta V3,
V4 and V6 sump pumps.

The Delta 695 chamber may be smaller in size, but has big benefits - less excavation costs, less labour
costs, less waste disposal costs, less requirement for concrete/steel (when housed).

The Delta 695 Sump Pump Chambers are suitable for ground and surface water collection.

The Delta 695 chamber has been designed to accommodate all varying pump heights of the Delta V3, V4
and V6 sump pumps.

Recommended RC Sump Dimension - 1000mm x 1000mm X 1000mm

Delta 695 Chamber size - 695mm x 660mm (750mm spigot to spigot)

New slim lid able to withstand pedestrian traffic

Finite Element Analysis (FEA)

option
External sealing lip !

Omm vent ducts
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