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Prime 7000 XT External Platform Lift
The freedom to install anywhere.

The Prime 7000 XT is the ideal choice for providing a simple, cost-

effective way to access multiple levels in an external environment.

The lift has been installed into diverse locations around the world,

in both public and commercial environments. As with all of our

platform lifts, the Prime 7000 XT helps building designers and

owners to meet with the requirements of Part M and BS 8300, as

well as helping to meet with the Equality Act (formerly the DDA).

The Prime 7000 XT builds upon the basic framework of the internal

Prime 7000 and adds a roof and specially designed external doors,

whilst our ‘Nordic’ option includes additional items such as

canopies, heaters and ventilation systems.

The lift is capable of travelling up to 13 metres in height and has two

platform sizes; 1000 x 1480 and 1100 x 1480 mm. The range of

options and accessories available are similar to that of the internal

Prime 7000 model and the lift can be customised with a number of

alternative finishes and colours to blend into any external environment.

For further information visit www.gartec.com.



> Canopy

As a standalone option, canopies can be fitted above the doors

to shield from the rain.

> Finishes

A number of alternative finishes can be specified including

painting the shaft and doors to any RAL colour, and glazed

shaft panels up to 2m in height.

Further options and accessories are available –

please check with our sales team.

Prime 7000 XT – Options and accessories

Prime 7000 XT
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> Nordic option

For more extreme environments, the Nordic option includes a

heater/radiator placed at the bottom of the shaft. In addition,

the ventilation system helps with air circulation to remove

moisture from within the shaft. A canopy over each door gives

further protection from the elements.

> Platform size

The platform can be specified in two sizes – 1000 x 1480 and

1100 x 1480 mm, allowing entrances on any one of three sides.

> Communication and Control

Telephone and autodialler options are available, as well as

remote activation devices and key switches for isolation of

the lift.

> Power supply and emergency lowering

The lift can be specified to suit either a three phase or a

single phase power supply. Additional options such as ‘battery

back-up lowering’ (with user control from the platform) are

also available.


