
Ipe - naturally durable and dense, Ipe has long been considered the 
gold standard of hardwoods. Smooth and knot-free, the oils within the 
wood ensure an extremely long life and a natural resistance to insects 
and mould.

Ageing scale depending on maintenance & exposure

At Installation 6 Months + 2 Years +

Data Sheet - Decking 
Data Sheet - IPE



outdoordeck.co.uk - info@outdoordeck.co.uk - +44 020 8977 0820

South America Clean 
Every 6 Months 

30 Years 
According To Warranty 

Conditions

30 Years

QUALITY IN A CLICK >

 ▶ Does not require additional treatment other than regular cleaning
 ▶ 30 Year Warranty – conditions of warranty upon manufacturer’s 

guidelines and quality criteria available from info@outdoordeck.co.uk

DURABLE

 ▶ Hardwood density of 1,060kg/m3
 ▶ Maximum dimensional variations of 8% 
 ▶ Class 1 Timber

STRONG

Stock Item - Contact us for board length availability
 

 ▶ Natural untreated hardwood
 ▶ Domed profile for water run-off
 ▶ Clear grade - completely knot-free
 ▶ Pre-grooved for compatibility with the Grad ‘hidden-fix’ system
 ▶ FSC Certified Product available
 ▶ Joist centres for domestic use: 50cm max
 ▶ Standard gap between boards: 6mm
 ▶ Compatible Grad rails: 

 PR 24 (120)
 PR 39 (120) 
 PR 56 (120)
 Flat Rail (120)

FORM

Data Sheet - Decking 
Data Sheet - IPE

8.06 lm/m2

21mm

120mm


