
New rooftop 
series
UATYQ-ABAY1 | AFC2Y1 | AFC3Y1

Extensive option package included in all models ErP
compliant

2018

3 years 

warranty
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Daikin rooftop series 
Flexible to suit your application

Rooftop series for Retail & Department Stores

Retail & department stores need challenging design because of limited space and complex building structure,

containing diff erent fl oors and spaces. Daikin rooftop series provides the solution:

 › Ductwork can be connected flexibly (front, left, right, bottom) to optimise installation space

 › High efficiency EC plug fans are maintenance free, limiting the downtime of the system for maintenance

 › Extraction damper and fan ensure there is no overpressure in the building and air circulation is optimised

 › High indoor air quality can be guaranteed thanks to integrated fresh air provision.
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Rooftop series for warehouses, larger restaurants & retail sheds

For building managers and engineers, warehouses or industrial applications can pose serious HVAC 

challenges because of their size and unique design. Daikin rooftop series provide the solution:

 › Pre-connected indoor/outdoor units and factory charged refrigerant provide cost-effective installation

 › High ESP up to 300Pa allows extensive ductwork to evenly distribute the air across a large space

 › Scroll compressor and free cooling ensure highly efficient 24/7 operation

 › Clogged filter alarm indicates when filter needs cleaning, ensuring optimum operation and minimized 

energy consumption.

Plug & play installation as indoor 
and outdoor are in one package.

Supply and extract ducting ensures 
even air distribution in the building.
Supply and extract d
even air distribution 
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Daikin rooftop series

An extensive package included

in all models

Standard integrated high effi  ciency EC plug fans

 › Static pressure up to Pa

 › Inverter controlled

 › Maintenance free

Standard fl exible air delivery

 › Up to  possible sides can be selected on site (front, left, right, bottom)

Latest pCO controller

 › Direct integration into Daikin intelligent Touch Manager BMS

(via optional BACnet protocol)

 › Easy integration in rd party BMS systems

 › Standard Modbus protocol 

 › Optional BACnet protocol

Standard clogged fi lter alarm

 › Indicates when a fi lter requires cleaning

 › Improved indoor air quality and effi  ciency

Hydrophilic coated aluminium fi ns on indoor and outdoor side

Up to 3 sides to connect 

the return duct

Up to 4 sides to connect 

the supply duct

1
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ErP
compliant

2018

3 years 

warranty
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2 damper version, 

with integrated fresh air

3 damper version, 

with integrated fresh air

and extraction

UATYQ-AFC2Y1

UATYQ-AFC3Y1

High installation fl exibility 

and easy servicing

UATYQ-ABAY1

 › Easy to install ‘plug and play’ concept plus single installation 

confi guration; no additional piping is required since indoor        

and outdoor sides are pre-connected

 › High effi  ciency and reliable scroll compressor

 › Factory pre-charged refrigerant ensures clean and effi  cient operation

 › Extraction damper integrated

 › Eliminates excessive overpressure in the building

 › UATYQ-AFCY models include high effi  cient extraction 

fan for optimum air circulation in larger buildings

 › Thermo dynamic heat recovery 

 › Saves energy by recovering waste heat through 

 the outdoor heat exchanger

 › Available on UATYQ-AFCY

 EC plug fan

 Fresh air damper

 Return air damper

 Extraction damper

 Mixing damper

 Extraction fan

 Fresh air damper

 Supply fan Thermodynamic

heat recovery

Cooling operation example

Cooling operation example

Heating operation example

 › Free cooling with % fresh air possible

 › Improved air quality

 › Energy saving using fresh outdoor air to cool the building

 › Standard CO

 sensor connection

 › Ideal balance between effi  ciency and indoor air quality

 › Includes all base model features
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Products overview rooftops
Capacity class (kW)

Model Product name 20 25 30 45 50 55 65 75 90 100 115

Rooftop unit
With extensive base package for high 
installation fl exibility and easy servicing
 - ‘Plug and play’ for easy installation
 - High effi  ciency
 - Field convertible return and supply air
 - Direct integration with Daikin or third 
party BMS
 - Factory pre-charged refrigerant

UATYQ-ABAY1 • • • • • • • • • • •

Rooftop unit
2 damper version with integrated 
fresh air
 - ‘Plug and play’ for easy installation
 - Free cooling with up to 100% fresh air 
intake
 - High effi  ciency
 - Field convertible return and supply air
 - Direct integration with Daikin or third 
party BMS

UATYQ-AFC2Y1 • • • • • • • • • • •

Rooftop unit
3 damper version with integrated fresh 
air and extraction
 - ‘Plug and play’ for easy installation
 - Integrated extraction damper  
eliminates over-pressure
 - Thermo dynamic heat recovery, 
recovering waste heat
 - Free cooling with up to 100% fresh air 
intake
 - Field convertible return and supply air

UATYQ-AFC3Y1 • • • • • • • • • • •

Any capacity size can be selected in one 

of the three available confi gurations: 

UATYQ-ABAY1
UATYQ-AFC2Y1
UATYQ-AFC3Y1

Outdoor 

unit fan

Drain

G4 air fi lter

Polyurethane 

insulated 

sandwich

 panels
Indoor side 

heat exchanger

EC plug fan

Outdoor side 

heat exchanger
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UATYQ-ABAY1 20 25 30 45 50 55 65 75 90 100 115

Cooling capacity Nom. kW . . . . . . . . . . .

Heating capacity Nom. kW . . . . . . . . . . .

Space cooling Capacity Pdesign kW . . . . . . . . . . .

ηs,c % . . . . . . . . . . .

Space heating 

(Average climate)

Capacity Pdesign kW . . . . . . . . . . .

ηs,h % . . . . . . . . . . .

Power input Cooling Nom. kW . . . . . . . . . . .

Heating Nom. kW . . . . . . . . . . .

EER . . . . . . . . . . .

COP . . . . . . . . . . .

Evaporator Supply side Fan Air fl ow rate m³/s . . . . . . . . . . .

Nom. external
Pa 

static pressure

Air discharge direction Frontal, Left Frontal, Left, Right, Bottom Left, Right, Bottom

Return side Air intake direction Rear Rear, Right, Left Rear

Condensor Air fl ow rate Cooling m³/s . . . . .

Condensor Refrigerant Type / GWP R-A / ,.

Condensor Charge TCOEq / kg . / . . / . . / . . / . . / . . / . . / .

Dimensions Unit Height x Width x Depth mm , x , x , , x , x , , x , x , , x , x , , x , x ,

Weight Unit kg   , , , , ,

Casing Colour RAL 

Sound pressure level Cooling dBA     

Sound power level Cooling dBA      

Operation range Cooling Min. ~ Max. °CDB  ~ 

Heating Min. ~ Max. °CWB -. ~ .

Power supply Voltage / Phase / Frequency V / Hz /+N/ ±% // ±%

UATYQ-AFC2Y1 20 25 30 45 50 55 65 75 90 100 115

Cooling capacity Nom. kW . . . . . . . . . . ,

with % fresh air kW . . . . . . . . . . .

Heating capacity Nom. kW . . . . . . . . . . .

with % fresh air kW . . . . . . . . . . .

Space cooling Capacity Pdesign kW . . . . . . . . . . .

ηs,c % . . . . . . . . . . .

Space heating 

(Average climate)

Capacity Pdesign kW . . . . . . . . . . .

ηs,h % . . . . . . . . . . .

Power input Cooling Nom. kW . . . , . . . . . . .

Heating Nom. kW . . . . . . . . . . .

EER with % fresh air . . . . . . . . . . .

COP with % fresh air . . . . . . . . . . .

Evaporator Supply side Fan Air fl ow rate m³/s . . . . . . . . . . .

Nom. external
Pa 

static pressure

Air discharge direction Frontal, Left Frontal, Left, Right, Bottom Left, Right, Bottom

Return side Air intake direction Rear Right-Rear

Fresh air Standard yes

Ratio Standard % 

In free cooling % 

Condensor Air fl ow rate Cooling m³/s . . . . .

Condensor Refrigerant Type / GWP R-A / ,.

Condensor Charge TCOEq / kg . /  . . / . . / . . / . . / . . / . . / .

Dimensions Unit Height x Width x Depth mm , x , x , , x , x , , x , x , , x , x , , x , x ,

Weight Unit kg   , , , , ,

Casing Colour RAL 

Sound pressure level Cooling dBA     

Sound power level Cooling dBA      

Operation range Cooling Min. ~ Max. °CDB  ~ 

Heating Min. ~ Max. °CWB -, ~ ,

Power supply Voltage / Phase / Frequency V / Hz /+N/ ±% // ±%

Current Recommended fuses A        

UATYQ-ABAY1 - Base version - % air recirculation

UATYQ-AFC2Y1 - FC version - up to % fresh air

Specifications

UATYQ-AFC3Y1 20 25 30 45 50 55 65 75 90 100 115

Cooling capacity Nom. kW . . . . . . . . . . .

with % fresh air kW . . . . . . . . . . .

Heating capacity Nom. kW . . . . . . . . . . .

with % fresh air kW . . . . . . . . . . .

Space cooling Capacity Pdesign kW . . . . . . . . . . .

ηs,c % . . . . . . . . . . .

Space heating 

(Average climate)

Capacity Pdesign kW . . . . . . . . . . .

ηs,h % . . . . . . . . . . .

Power input Cooling Nom. kW . . . . . . . . . . .

Heating Nom. kW . . . . . . . . . . .

EER with % fresh air . . . , . . . . . . .

COP with % fresh air . . . . . . . . . . .

Evaporator Supply side Fan Air fl ow rate m³/s . . . . . . . . . . .

Nom. external
Pa 

static pressure

Air discharge direction Frontal, Left Frontal, Left, Right, Bottom Left, Right, Bottom

Return side Fan Air fl ow rate m³/s N/A . . . . . . . .

Nom. external
Pa N/A 

static pressure

Air intake direction Rear Rear, Right, Left Rear, Right, Left, Bottom

Therm. heat recovery yes no

Fresh air Standard yes

Ratio Standard % 

In free cooling % 

Condensor Air fl ow rate Cooling m³/s . . . . .

Condensor Refrigerant Type / GWP R-A / ,.

Condensor Charge TCOEq / kg . /  . . / . . / . . / . . / . . / . . / .

Dimensions Unit Height x Width x Depth mm , x , x , , x , x , , x , x , , x , x , , x , x ,

Weight Unit kg   , , , , ,

Casing Colour RAL 

Sound pressure level Cooling dBA     

Sound power level Cooling dBA      

Operation range Cooling Min. ~ Max. °CDB  ~ 

Heating Min. ~ Max. °CWB -. ~ .

Power supply Voltage / Phase / Frequency V / Hz /+N/ ±% // ±%

Current Recommended fuses A       

UATYQ-AFC3Y1 - FC version - up to % fresh air and air extraction



Base series - UATYQ-ABAY1 2 damper series - UATYQ-AFC2Y1 3 damper series - UATYQ-AFC3Y1

20-55 65-75 90-115 20 25-30 45-55 65-75 90-115 20 25-30 45-55 65-75 90-115

UATYQWRC

Remote controller 
(standard 1 
delivered with the 
unit)

• • • • • • • • • • • • •

UATYQBACNET

BMS interface: 
BACnet (IP); 
Modbus (TCP/IP)

• • • • • • • • • • • • •

UATYQAVM1

Anti-vibration 
mounts

•
2x

•
3x

•
4x

•
2x

•
2x

•
2x

•
4x

•
4x

•
2x

•
2x

•
3x

•
4x

•
4x

Rainproof hood & 
protection grill

UATYQRAPH1 UATYQRAPH2 UATYQRAPH3 UATYQRAPH4 UATYQRAPH5 UATYQRAPH1 UATYQRAPH2
UATYQRAPH4 

x2 (1)
UATYQRAPH5 

x2 (1)

Options

(1) Requires 2 kits for both fresh air and exhaust air

Daikin Airconditioning UK Limited  The Heights  Brooklands  Weybridge  Surrey KT13 0NY  Tel 0845 6419000  Fax 0845 6419009  daikin.co.uk

Scottish

Region

0845 641 9330

Northern

Region

0845 641 9340

Midlands

Region

0845 641 9370

Western

 Region

0845 641 9320

North

London

0845 641 9360

South 

London

0845 641 9355

Central

London

0845 641 9350

Daikin Europe N.V. participates in the Eurovent Certifi cation 

programme for Air conditioners (AC), Liquid Chilling Packages 

(LCP), Air handling units (AHU) and Fan coil units (FCU), Check 

ongoing validity of certifi cate online: www.eurovent-certifi cation.

com or using: www.certifl ash.com
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* Call charges to 0845 numbers are made up of a service charge (to the organisation you are calling) and an access charge (to your phone provider).  0845 calls to Daikin UK cost 0p per minute service charge. 
Please check your phone company’s access charge separately. Your mobile provider may charge more for these calls, if 0845 numbers are not included in your mobile package. Please check with your mobile provider.

Daikin products are distributed by:


