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WuduMate Turkish Toilet

Product Code: WM-TT

Specification Sheet (Imperial & Metric)

Frequent Applications
Residential • Municipal • Education • Healthcare • Offices • Mosques

Included
WuduMate Turkish Toilet

Integrated Bidet Spray

Dual cistern flushing 
mechanism, normally 3 litres for 
partial flush and 6 litres for full 
flush but adjustable.

The information in this specification sheet reflects the current technical specifications at the time of print. 
We reserve the right to change the technical or physical specifications without prior notice. 
All WuduMate images and symbols are exclusive property of Specialist Washing Co. Specialist Washing Co. 
accept no liability for loss or damage caused by improper installation.
Any reproduction or retransmission or republication of any part of this specification sheet is strictly 
prohibited, unless prior written permission has been granted by Specialist Washing Co, E&OE.
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Weight / Size
Net: 36kg / 79.4 llbs

Gross: 38kg / 83.77 llbs 

Carton Size (mm) / Inches:

(400W) x (700L) x (690H)

15.74W x 27.56L x 27.16H

Colour
White

Handles

Material
Vitreous china

Special Notes
P-Trap fitting 250mm, 300mm

Wash-down, one-piece toilet

Associated Products
WuduMate Hybrid Toilet

WuduMate Squat Toilet

All dimensions in mm
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